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Product Highlights

Suitable for narrow spaces
= Narrow body of 1.9m(6'3"), 50mm(2") tail sweep is almost zero

Green
= Fully battery-powered, silent, zero emissions, long battery life,
especially suitable for indoor work

Precision performance

= 3 joysticks with variable proportional control, boom swing, boom
extension, turntable rotation and walking speed, smooth start and stop
motion, accuracy in reaching the operation target

Smart maintenance
= Smart screen display, fault and status information display for easy
viewing of machine status and fault diagnosis, parameters and settings

Industry-leading adaptability
= Large tilt angle up to 5°

= Platform hydraulic leveling
= Platform 160° hydraulic rotation

= Drive enable system

= Full proportional handle variant control

= Horn and buzzer alarms
= Rotating warning lamp

= Tilt protection

= Headlight

= Optional 1.83m(6') work platform

= Overload sensing system

= Main boom gravitational lowering
= Display screen

= Fault diagnosis system

= Emergency stop system

= Emergency lowering system

= Tilt angle up to 5°

= AC cable to platform

= Overhead anti-collision device

= 355° Turntable rotation

= Emergency brake release

= Foam-filled tyres

= |0T-based operation monitoring
= Lead-acid battery

= Rexroth pump system

= Non-marking tyres

gruppo
SOVEAR

Sovecar srl Societa Benefit - C.F. E P.IVA n. 01294760226
Iscritta al n. 01294760226 del Registro delle Imprese di Trento
C.C.LA.AA. Trento n. 128036 - SDI: GOHZJRW

italnolo.sovecar.com

SEDE LEGALE

Via Vienna, 76

Tel. 0461 950611

Fax 0461 950613
info@grupposovecar.com

ALTRE SEDI

Trento
Rovereto
Arco



(©@itainplo)

Solo quand« ti serve

gruppo SOVECAR

AB14EJ(AB460EJ) AB16EJ(AB520EJ)

Dimensions Metric us Metric us
Platform Dimensions(LxWxH) 1.45x0.85x1.1m 57x33.5x43" 1.45x0.85x1.1m 57x33.5x43"
Performance
230kg 507Ibs 230kg 507Ibs
5.2km/h 3.2mph 5.2km/h 3.2mph
0.8km/h 0.5mph 0.8km/h 0.5mph
3.51m 116" 3.31m 10'10°
240/55D17.5 Foam-filled tyres
Power
8x6V,420 Ah 8x6V,420 Ah
40L 8.8gal 40L 8.8gal
Weight
7,100kg 15,6531bs 7,300kg 16,0941bs
Standards Compliance CE/ANSI/CSA
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